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NOTIFICATION
The following notification is being circulated in accordance with Article 10.6

	1.
	[bookmark: sps1a]Notifying Member: BURUNDI, KENYA, RWANDA, TANZANIA, UGANDA
[bookmark: sps1b]If applicable, name of local government involved (Article 3.2 and 7.2): 

	2.
	[bookmark: sps2a]Agency responsible: 
Kenya Bureau of Standards
[bookmark: sps4a]Name and address (including telephone and fax numbers, email and website addresses, if available) of agency or authority designated to handle comments regarding the notification shall be indicated if different from above: 
Kenya Bureau of Standards
P.O. Box: 54974-00200, Nairobi, Kenya
Telephone: + (254) 020 605490, 605506/6948258
Fax: + (254) 020 609660/609665
E-mail: info@kebs.org; Website: http://www.kebs.org

	3.
	[bookmark: tbt3h]Notified under Article 2.9.2 [X], 2.10.1 [ ], 5.6.2 [ ], 5.7.1 [ ], 3.2 [ ], 7.2 [ ], other: 

	4.
	[bookmark: sps3a]Products covered (HS or CCCN where applicable, otherwise national tariff heading. ICS numbers may be provided in addition, where applicable): Lubricants, industrial oils and related products (ICS code(s): 75.100)

	5.
	[bookmark: sps5a]Title, number of pages and language(s) of the notified document: DEAS 1211: 2024 Illuminating Kerosene — Specification; (11 page(s), in English)

	6.
	[bookmark: sps6a]Description of content: This Draft East Africa Standard specifies requirements, test methods and sampling of Illuminating Kerosene suitable for use in domestic, commercial and industrial application. 

	7.
	[bookmark: sps7f]Objective and rationale, including the nature of urgent problems where applicable: Consumer information, labelling; Prevention of deceptive practices and consumer protection; Quality requirements; Harmonization; Reducing trade barriers and facilitating trade; Cost saving and productivity enhancement

	8.
	[bookmark: sps9a]Relevant documents: 
1. ASTM D 56, Test method for flash point tag closed tester
2. ASTMD 86, Test for distillation of petroleum products
3. ASTM D 156, Test for Saybolt colour of petroleum products (Saybolt chronometer method)
4. ASTM D 187, Standard test method for burning quality of kerosene
5. ASTM D 240, Test for heat of combustion of liquid hydrocarbon fuel (general bomb method)
6. ASTM D 381, Test for existent gum in fuels by jet evaporation
7. ASTM D 445, Test for viscosity of transparent and opaque liquid (kinematic and dynamic viscosities)
8. ASTM D 484, Specification for hydrocarbon dry cleaning solvents
9. ASTM D 611, Test for aniline point and mixed aniline point of petroleum products and hydrocarbon
10. solvents
11. ASTM D 1094, Test for water reaction of aviation fuels
12. ASTM D 1219, Test for mercaptan sulphur in aviation turine fuels (colour-indicator method)
13. ASTM D3227, Potentiometric titration method
14. ASTM D 1266, Test for sulphur in petroleum products (lamp method)
15. ASTM D 1298, Test for density, specific gravity or API gravity of crude petroleum and liquid petroleum products by hydrometer method
16. ASTM D 1322, Test for smoke point of aviation turbine fuels
17. ASTM D 1322, Test for smoke point of aviation turbine fuels
18. ASTM D 1740, Test for luminometer numbers of aviation turbine fuels
19. ASTM D 1840, Test for naphthalene hydrocarbons in aviation turbine fuels by ultraviolet spectrophotometer
20. ASTM D 2386, Test for freezing point of aviation fuels
21. AST/IM D 2550, Test for water separation characteristics of aviation turbine fuels
22. ASTM D 2624, Test for electrical conductivity of aviation fuels containing a static dissipator additive
23. ASTM D 3241, Test for thermal oxidation stability of aviation turbine fuels (JFTOT
24. procedure)
25. ASTMD 3828, Test method for flash point by Setaflash closed tester
26. IP 227, Silver corrosion by aviation turbine fuel
27. IP 273, Total acidity in aviation turbine fuel

	9.
	[bookmark: sps10a][bookmark: sps10b]Proposed date of adoption: To be determined
[bookmark: sps11a][bookmark: sps11b]Proposed date of entry into force: To be determined

	10.
	[bookmark: sps12a]Final date for comments: 60 days from notification

	11.
	[bookmark: sps13c]Texts available from: National enquiry point [X] or address, telephone and fax numbers and email and website addresses, if available, of other body: 
Kenya Bureau of Standards WTO/TBT National Enquiry Point P.O. Box: 54974-00200, Nairobi, Kenya Telephone: + (254) 020 605490, 605506/6948258 Fax: + (254) 020 609660/609665 E-mail: info@kebs.org; Website: http://www.kebs.org
https://members.wto.org/crnattachments/2024/TBT/KEN/24_03607_00_e.pdf
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