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NOTIFICATION
The following notification is being circulated in accordance with Article 10.6

	1.
	Notifying Member: UGANDA
If applicable, name of local government involved (Article 3.2 and 7.2): 

	2.
	Agency responsible: 
Uganda National Bureau of Standards
Plot 2-12 ByPass Link, Bweyogerere Industrial and Business Park
P.O. Box 6329
Kampala, Uganda
Tel: +(256) 4 1733 3250/1/2
Fax: +(256) 4 1428 6123
E-mail: info@unbs.go.ug
Website: https://www.unbs.go.ug
Name and address (including telephone and fax numbers, email and website addresses, if available) of agency or authority designated to handle comments regarding the notification shall be indicated if different from above: 

	3.
	Notified under Article 2.9.2 [ ], 2.10.1 [ ], 5.6.2 [X], 5.7.1 [ ], 3.2 [ ], 7.2 [ ], other: 

	4.
	Products covered (HS or CCCN where applicable, otherwise national tariff heading. ICS numbers may be provided in addition, where applicable): MINERAL FUELS, MINERAL OILS AND PRODUCTS OF THEIR DISTILLATION; BITUMINOUS SUBSTANCES; MINERAL WAXES (HS code(s): 27); Petroleum products in general (ICS code(s): 75.080)

	5.
	Title, number of pages and language(s) of the notified document: DUS 1732:2024, Standard Practice for Manual Sampling of Petroleum and Petroleum Products, Second Edition.; (80 page(s), in English)

	6.
	Description of content: This Draft Uganda Standard covers procedures and equipment for manually obtaining samples of liquid petroleum and petroleum products, crude oils, and intermediate products from the sample point into the primary container are described. Procedures are also included for the sampling of free water and other heavy components associated with petroleum and petroleum products. This Draft Standards also addresses the sampling of semi-liquid or solid-state petroleum products. This draft standard provides additional specific information about sample container selection, preparation, and sample handling. This draft standard covers sampling of electrical insulating oils and hydraulic fluids. The Draft Standard may also be applicable in sampling most non-corrosive liquid industrial chemicals provided that all safety precautions specific to these chemicals are followed. The procedures described in this draft standard are also applicable to sampling liquefied petroleum gases and chemicals. 

	7.
	Objective and rationale, including the nature of urgent problems where applicable: Prevention of deceptive practices and consumer protection; Quality requirements

	8.
	Relevant documents: 
1. G/TBT/N/UGA/671
2. ASTM D86 Test Method for Distillation of Petroleum Products and Liquid Fuels at Atmospheric Pressure
3. ASTM D97 Test Method for Pour Point of Petroleum Products
4. ASTM D140 Practice for Sampling Asphalt Materials
5. ASTM D217 Test Methods for Cone Penetration of Lubricating Grease
6. ASTM D244 Test Methods and Practices for Emulsified Asphalts
7. ASTM D268 Guide for Sampling and Testing Volatile Solvents and Chemical Intermediates for Use in Paint and Related Coatings and Material
8. ASTM D287 Test Method for API Gravity of Crude Petroleum and Petroleum Products (Hydrometer Method)
9. ASTM D323 Test Method for Vapor Pressure of Petroleum Products (Reid Method)
10. ASTM D445 Test Method for Kinematic Viscosity of Transparent and Opaque Liquids (and Calculation of Dynamic Viscosity)
11. ASTM D473 Test Method for Sediment in Crude Oils and Fuel Oils by the Extraction Method (API MPMS Chapter 10.1)
12. ASTM D664 Test Method for Acid Number of Petroleum Products by Potentiometric Titration
13. ASTM D977 Specification for Emulsified Asphalt
14. ASTM D1265 Practice for Sampling Liquefied Petroleum (LP) Gases, Manual Method
15. ASTM D1267 Test Method for Gauge Vapor Pressure of Liquefied Petroleum (LP) Gases (LP-Gas Method)
16. ASTM D1298 Test Method for Density, Relative Density, or API Gravity of Crude Petroleum and Liquid Petroleum Products by Hydrometer Method (API MPMS Chapter 9.1)
17. ASTM D1657 Test Method for Density or Relative Density of Light Hydrocarbons by Pressure Hydrometer (API MPMS Chapter 9.2)
18. ASTM D1838 Test Method for Copper Strip Corrosion by Liquefied Petroleum (LP) Gases
19. ASTM D1856 Test Method for Recovery of Asphalt from Solution by Abson Method
20. ASTM D2172 Test Methods for Quantitative Extraction of Asphalt Binder from Asphalt Mixtures
21. ASTM D2622 Test Method for Sulfur in Petroleum Products by Wavelength Dispersive X-ray Fluorescence Spectrometry
22. ASTM D3230 Test Method for Salts in Crude Oil (Electrometric Method)
23. ASTM D3700 Practice for Obtaining LPG Samples Using a Floating Piston Cylinder
24. ASTM D4006 Test Method for Water in Crude Oil by Distillation (API MPMSChapter 10.2)
25. ASTM D4007 Test Method forWater and Sediment in Crude Oil by the Centrifuge Method (Laboratory Procedure) (API MPMS Chapter 10.3)
26. ASTM D4175 Terminology Relating to Petroleum Products, Liquid Fuels, and Lubricants
27. ASTM D4177 Practice for Automatic Sampling of Petroleum and Petroleum Products (API MPMS Chapter 8.2)
28. ASTM D4294 Test Method for Sulfur in Petroleum and Petroleum Products by Energy Dispersive X-ray Fluorescence Spectrometry
29. ASTM D4306 Practice for Aviation Fuel Sample Containers for Tests Affected by Trace Contamination
30. ASTM D4377 Test Method forWater in Crude Oils by Potentiometric Karl Fischer Titration (API MPMS Chapter 10.7)
31. ASTM D4530 Test Method for Determination of Carbon Residue (Micro Method)
32. ASTM D4629 Test Method for Trace Nitrogen in Liquid Hydrocarbons by Syringe/Inlet Oxidative Combustion and Chemiluminescence Detection
33. ASTM D4807 Test Method for Sediment in Crude Oil by Membrane Filtration (API MPMS Chapter 10.8)
34. ASTM D4840 Guide for Sample Chain-of-Custody Procedures
35. ASTM D4928 Test Method for Water in Crude Oils by Coulometric Fischer Titration (API MPMS Chapter 10.9)
36. ASTM D4928 Test Method for Water in Crude Oils by Coulometric Fischer Titration (API MPMS Chapter 10.9)
37. ASTM D4929 Test Method for Determination of Organic Chloride Content in Crude Oil
38. ASTM D5002 Test Method for Density, Relative Density, and API Gravity of Crude Oils by Digital Density Analyzer
39. ASTM D5191 Test Method for Vapor Pressure of Petroleum Products and Liquid Fuels (Mini Method)
40. ASTM D5762 Test Method for Nitrogen in Liquid Hydrocarbons, Petroleum and Petroleum Products by Boat-Inlet Chemiluminescence
41. ASTM D5842 Practice for Sampling and Handling of Fuels for Volatility Measurement (API MPMS Chapter 8.4)
42. ASTM D5853 Test Method for Pour Point of Crude Oils
43. ASTM D5854 Practice for Mixing and Handling of Liquid Samples of Petroleum and Petroleum Products (API MPMS Chapter
44. ASTM D5863 Test Methods for Determination of Nickel, Vanadium, Iron, and Sodium in Crude Oils and Residual Fuels by Flame Atomic Absorption Spectrometry
45. ASTM D6299 Practice for Applying Statistical Quality Assurance and Control Charting Techniques to Evaluate Analytical Measurement System Performance
46. ASTM D6377 Test Method for Determination of Vapor Pressure of Crude Oil: VPCRx (Expansion Method)
47. ASTM D6378 Test Method for Determination of Vapor Pressure (VPX) of Petroleum Products, Hydrocarbons, and Hydrocarbon-Oxygenate Mixtures (Triple Expansion
48. Method)
49. ASTM D6470 Test Method for Salt in Crude Oils (Potentiometric Method)
50. ASTM D6560 Test Method for Determination of Asphaltenes (Heptane Insolubles) in Crude Petroleum and Petroleum Products
51. ASTM D6822 Test Method for Density, Relative Density, and API Gravity of Crude Petroleum and Liquid Petroleum Products by Thermohydrometer Method (API MPMS Chapter 9.3)
52. ASTM D6849 Practice for Storage and Use of Liquefied Petroleum Gases (LPG) in Sample Cylinders for LPG Test Methods
53. ASTM D6970 Practice for Collection of Calcined Petroleum Coke Samples for Analysis
54. ASTM D7169 Test Method for Boiling Point Distribution of Samples with Residues Such as Crude Oils and Atmospheric and Vacuum Residues by High Temperature Gas Chromatography
55. ASTM D7975 Test Method for Determination of Vapor Pressure of Crude Oil: VPCRx-F(Tm°C) (Manual Expansion Field Method)
56. ASTM D8009 Practice for Manual Piston Cylinder Sampling for Volatile Crude Oils, Condensates, and Liquid Petroleum Products (API MPMS Chapter 8.5)
57. ASTM D8145 Practice for Sampling of Green Petroleum Coke
58. ASTM E300 Practice for Sampling Industrial Chemicals
59. ASTM E882 Guide for Accountability and Quality Control in the Chemical Analysis Laboratory

	9.
	Proposed date of adoption: To be determined
Proposed date of entry into force: Not Applicable

	10.
	Final date for comments: 60 days from notification

	11.
	Texts available from: National enquiry point [X] or address, telephone and fax numbers and email and website addresses, if available, of other body: 
Uganda National Bureau of Standards
Plot 2-12 ByPass Link, Bweyogerere Industrial and Business Park
P.O. Box 6329
Kampala, Uganda
Tel: +(256) 4 1733 3250/1/2
Fax: +(256) 4 1428 6123
E-mail: info@unbs.go.ug
Website: https://www.unbs.go.ug
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