	[bookmark: bmkRestricted]
	

	[image: ]
	

	
	[bookmark: bmkSymbols]G/TBT/N/UGA/2368

	
	[bookmark: spsDateDistribution][bookmark: bmkDate]13 May 2026

	[bookmark: bmkSerial](26-3622)
	[bookmark: bmkTotPages]Page: 1/3

	[bookmark: bmkCommittee]Committee on Technical Barriers to Trade
	[bookmark: bmkLanguage][bookmark: spsOriginalLanguage]Original: English



tbtSymbol

- 1 -

[bookmark: spsSymbolHeader]G/TBT/N/UGA/2368

- 3 -

NOTIFICATION
The following notification is being circulated in accordance with Article 10.6

	1.
	Notifying Member: UGANDA
If applicable, name of local government involved (Articles 3.2 and 7.2): 

	2.
	Agency responsible: 
Uganda National Bureau of Standards
Plot 2-12 ByPass Link, Bweyogerere Industrial and Business Park
P.O. Box 6329
Kampala, Uganda
Tel: +(256) 4 1733 3250/1/2
Fax: +(256) 4 1428 6123
E-mail: info@unbs.go.ug
Website: https://www.unbs.go.ug

	3.
	Notified under Article 2.9.2 [ ], 2.10.1 [ ], 5.6.2 [X], 5.7.1 [ ], 3.2 [ ], 7.2 [ ], Other: 

	4.
	Products covered (HS codes or national tariff lines. ICS numbers may be provided in addition, where applicable): TANNING OR DYEING EXTRACTS; TANNINS AND THEIR DERIVATIVES; DYES, PIGMENTS AND OTHER COLOURING MATTER; PAINTS AND VARNISHES; PUTTY AND OTHER MASTICS; INKS (HS code(s): 32); Paints and varnishes (ICS code(s): 87.040), Paints 

	5.
	Details of notified document(s) (title, number of pages and languages, means of access): DARS 2177:2026, Paints of buildings — Code of practice, First edition; (165 page(s), in English)
Link to notified document(s) and/or contact details for agency or authority which can provide copies upon request: 
https://members.wto.org/crnattachments/2026/TBT/UGA/26_02573_00_e.pdf

	6.
	Description of content: This African Standard gives recommendations for good practice in initial painting and maintenance painting of buildings internally and externally, e.g. dwellings, offices, light industrial buildings, schools, hospitals, hotels and public buildings generally, in which decoration is a significant and often the major factor. The code takes into account the need to protect many building materials against the weather or other forms of attack normally encountered.

	7.
	Objective and rationale, including the nature of urgent problems where applicable: Prevention of deceptive practices and consumer protection; Protection of human health or safety; Protection of the environment; Harmonization

	8.
	Relevant documents: 
1. BS 476 (all parts), Fire tests on building materials and structures
2. BS 1070, Specification for black paint (tar-based)
3. BS 1191-1, Specification for gypsum building plasters — Part 1: Excluding premixed lightweight plasters
4. BS 1191-2, Specification for gypsum building plasters — Part 2: Premixed lightweight plasters
5. BS 1336, Specification for knotting
6. BS 2015, Glossary of paint and related terms
7. BS 2992, Specification for painters' and decorators' brushes for local authorities and public institutions (excluding quality of fillings)
8. BS 3416, Specification for bitumen-based coatings for cold application, suitable for use in contact with potable water
9. BS 3761, Specification for solvent-based paint remover
10. BS 3900 (all parts), Methods of test for paints
11. BS 4072, Copper/chromium/arsenic preparations for wood preservation
12. BS 4652, Specification for zinc-rich priming paint (organic media)
13. BS 4756, Specification for ready-mixed aluminium priming paints for woodwork
14. BS 4764, Specification for powder cement paints
15. BS 5262, Code of practice for external renderings
16. BS 5493, Code of practice for protective coating of iron and steel structures against corrosion
17. BS 5589, Code of practice for preservation of timber
18. BS 5707, Specification for preparations of wood preservatives in organic solvents
19. BS 6949, Specification for bitumen-based coatings for cold application excluding use in contact with potable water
20. BS 7079-A3, Preparation of steel substrates before application of paints and related products — Visual assessment of surface cleanliness — Part A3: Preparation grades of welds, cut edges and other areas with surface imperfections
21. BS 7664, Specification for undercoat and finishing paints
22. BS 7956, Specification for primers for woodwork
23. BS 8000-12, Workmanship on building sites — Part 12: Code of practice for decorative wall coverings and painting
24. BS 8221-1, Code of practice for cleaning and surface repair of buildings — Part 1: Cleaning of natural stones, brick, terracotta and concrete
25. BS 8417, Preservation of timber — Recommendations
26. BS EN 350-2, Durability of wood and wood-based products — Natural durability of solid wood — Part 2: Guide to natural durability and treatability of selected wood species of importance in Europe
27. BS EN 927-1:1997, Paints and varnishes — Coating materials and coating systems for exterior wood — Part 1: Classification and selection
28. BS EN 12811-1, Temporary works equipment — Scaffolds — Part 1: Performance requirements and general design
29. ISO 2409, Paints and varnishes — Cross-cut test
30. ISO 4618, Paints and varnishes — Vocabulary
31. ISO 4624, Paints and varnishes — Pull off test for adhesion
32. ISO 12944 (all parts), Paints and varnishes — Corrosion protection of steel structures by protective paint systems
33. DD ENV 927-2, Paints and varnishes — Coating materials and coating systems for exterior wood — Part 2: Performance specification

	9.
	Proposed date of adoption: To be determined
Proposed date of entry into force: To be determined

	10.
	Provision of comments
Final date for comments: 12 July 2026
[X] 60 days from notification 
Contact details of agency or authority designated to handle comments regarding the notification: 
Uganda National Bureau of Standards
Plot 2-12 ByPass Link, Bweyogerere Industrial and Business Park
P.O. Box 6329
Kampala, Uganda
Tel: +(256) 4 1733 3250/1/2
Fax: +(256) 4 1428 6123
E-mail: info@unbs.go.ug
Website: https://www.unbs.go.ug
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